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1080p
Full HD

H.265
MPEG-4/AVC

1.21.11.0DiSEqC

Combo HD Satellite & Terrestrial Receiver 

S/S2/S2X

T/T2

• Receives High-De�nition satellite and terrestrial TV channels 
• PAL upscaling up to 720p or 1080p resolution
• DiSEqC 1.0, 1.1, 1.2, STAB, USALS support
• Compliant with DVB-S/S2/S2X, DVB-T/T2
• Supports teletext & multilingual subtitles
• Simultaneously watch Terrestrial while recording Satellite 
 content or watch Satellite while recording Terrestrial content  
Featuring
• Support for HDTV/SDTV: MPEG-2/MPEG-4/H.265 decoding
• Support for 480i/480p/576i/576p/720p/1080i/1080p
• User friendly auto search function
• Storage capacity for storing up to 2000 transponders and 4000 channels
• Input frequency: Terrestrial 470 – 860MHz, Satellite 950MHz - 2150MHz
• Reception for SCPC/MCPC.C/Kuband LNBs.
• 7 Day EPG for terrestrial channels and a “now and next” for satellite channels
• Favourite channel store, edit and parental lock functions
• Adjustable aspect ratio 4:3 Pan & Scan or 16:9 Widescreen modes
• Twin USB 2.0 ports for: 
  PVR and Timeshift recordings from satellite and terrestrial inputs
  Multimedia video, audio, image �le playback & storage
  Database backup and restore to/from USB media via USB port 
  Firmware updates
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Box Contents
1x Combo Receiver
1x 12V𝌂1A Power Adaptor
1x Remote control
2x AAA Batteries


